> Contagiri
> Revolutions counter

Cod. 04.012.04
013.4 EVO

> Contagiri per la lettura semplice e precisa dei giri e

temperatura per motori benzina e diesel

> Revolutions counter for an easy and accurate reading of

the revolutions on diesel and gasoline engines

CARATTERISTICHE TECNICHE

> Display a colori LCD TFT 3,5” 320x240
> Tastiera soft touch (Power On incluso)
> Pacco batterie interno al Li-lon

> (arica batterie (8 ore di autonomia)

* Possibilita di rilevare numero di giri
motore anche su moto

* Riesce ad isolare i principali segnali di
disturbo, quindi ottimizza la lettura e
la precisione dei valori

 Funzionamento con pacco batterie
ricaricabili al Li-lon con carica batterie
in dotazione

> Cavo base (A)

> (Carica batterie 12volt 2a (B)

> Sonda di temperatura (C)

> Cavo sensore accelerometrico (D)
> (Cavo alimentazione da batteria (E)
> (Cavo USB (F)

> Manuale d’'uso multilingue

> Valigia con spugne sagomate

TECHNICAL FEATURES

> LCD TFT color display 3,5” 320x240

> Soft touch keypad (Power-On included)
> Internal Li-lon battery pack

> Battery charger (8 hours of autonomy)

* |tis possible to measure the number
of revolutions also on motorbikes.

* It can single out the main interference
signals, in so doing improving the
measurement and precision of the
observed values

e |t works with a pack of rechargeable
Li-lon batteries and a supplied power
cable

> Power cable (A)

> Battery charger 12v 2a (B)

> Temperature probe (C)

> Accelerometric sensor cable (D)
> Battery power cable (E)

> USB cable F)

> Multilingual manual

> (ase with shaped sponges

Accessori a richiesta / Optional outfits

Cod. 04.012.05

> Dispositivo per la rilevazione dei giri e

temperatura da presa OBD & anche in grado
di fornire i codici readiness come previsto da

alcune normative (es. Germania, Ungheria)
> Device for the measurement of the

revolutions and the temperature from the
0BD port, it is also possible to provide the
readiness codes as requested by some
regulations (ex. Germany, Hungary, etc.)

Cod. 04.012.06

> Sonda fono accelerometrica per rilevazione

giri moto
> Phono-accelerometric probe for the
detection of engine revolutions

Cod. 04.012.07
> Adattatore contagiri per opacimentri e
analizzatori gas di scarico.

> RPM counter’s adapter for diesel and petrol

analyzer
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REVOLUTIONS GGUNTEH




