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RECHARGING AND MAINTENANCE OF 

AIR CONDITIONING
SYSTEMS
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BREEZE  
PERFORMANCE

BREEZE  
TOUCH 

BREEZE  
ADVANCE

ASTRABUS 
ADVANCE

DUAL X4 DUAL X4 DUAL EVO PLUS BUS R134a/Multigas

1 Display with icons 10" Tablet 7” Touch ü ü ü ü ü

2 Tank capacity 2 x 10,5 kg 2 x 10,5 kg 2 x 10,5 kg 22 kg 22 kg 30 kg
40 kg (2x40kg vers. 
Multigas)

3 Vacuum pump 100 L/min 100 L/min 100 L/min 170 L/min 170 L/min 170 L/min 260 L/min

4 Heater BST System BST System BST System BST System BST System Automatic Automatic

5 Compressor capacity 2 x 400 g/min 2 x 400 gr/min 400 gr/min 400 gr/min 400 gr/min 600 gr/min 1000 gr/min

6 Automatic recovery >95% ü ü ü ü ü ü ü

7 Automatic oil drain ü ü ü ü ü ü ü

8 Programmable vacuum ü ü ü ü ü ü ü

9
Programmable vacuum test  
(in mbar) ü ü ü ü ü ü ü

10
Oil injection/add standard 
+hybrid+electric with scale

6 injectors 6 injectors 3+1 injectors 3 injectors 3 injectors 3 injectors 2 injectors

11
Oil injection/standard additive  
+timed hybrid

- - - - - - - 

12 Automatic gas charging BST System BST System BST System BST System BST System ü ü with refill pump 
(optional)

13 Test pressioni automatico ü ü Manual ü Manual Manual Manual

14 Manual WSC guided charge 
compensation ü ü - ü - - -

15 Automatic Multipass System ü ü - ü - - -

16
Integrated database (cars, 
trucks, industrial vehicles, 
agricultural machinery)

ü ü ü ü ü ü ü

17 Personal database ü ü 100 positions 100 positions 100 positions 100 positions 100 positions

18 Automatic charging hose selection 4 hoses 4 hoses - ü - - -

19 Non-condensable gas discharge Manual/Automatic Manual/Automatic Manual Manual/Automatic Manual Manual Manual

20 Automatic internal cleaning wash ü ü ü ü ü ü ü

21 Standard phase lights optional optional optional optional optional optional optional

22 Database update via USB ü Cloud ü ü ü ü ü ü

23 Scale lock ü ü ü ü ü ü -

24
CSP: Vehicle compressor protection 
with LP charge

- ü - ü - - -

25 Automatic gas recovery from 
hoses - ü - ü - - -

26 Smart hose compensation - ü - ü - - -

27 Remote control from 
smartphone - - - - - - -

28 Ethernet cable output - - - - - - -

29 Printer ü ü ü ü ü ü ü

30 Dimensions, cm 62x57x132 62x57x132 56x61x132 56x61x132 56x61x132 56x61x132 50x91x139

31 Weight, kg 125 125 115 90 90 110 200
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CLEVER MIURA HANDY COUNTRY CLIMA  
ADVANCE

PERFORMANCE XM B EVO SMART 220V BIPOWER

1 Display with icons 10" Tablet 5" Touch 5" Touch ü ü ü ü

2 Tank capacity 10,5 kg 10,5 kg 10,5 kg 10,5 kg 10,5 kg 10,5 kg 10,5 kg

3 Vacuum pump 100 L/min 100 L/min 72 L/min 72 L/min 100 L/min 72 L/min 72 L/min

4 Heater BST System BST System BST System BST System BST System automatic automatic

5 Compressor capacity 300 g/min 300 g/min 300 g/min 300 g/min 300 g/min 300 g/min 300 g/min

6 Automatic recovery >95% ü ü ü ü ü ü ü

7 Automatic oil drain ü ü ü ü ü ü ü

8 Programmable vacuum ü ü ü ü ü ü ü

9
Programmable vacuum test  
(in mbar) ü ü ü ü ü ü ü

10
Oil injection/add standard 
+hybrid+electric with scale

3+1 injectors 3+1 injectors - - - - -

11
Oil injection/standard additive  
+timed hybrid

- - 
2+1 injectors 
with scale

2+1 temporary 
injection. Multioil 
system

2+1 temporary 
injection. Multioil 
system

2+1 temporary 
injection. Multioil 
system

2+1 temporary 
injection. Multioil 
system

12 Automatic gas charging BST System BST System BST System BST System BST System √ √

13 Automatic pressure test ü ü manual manual manual manual manual

14 Manual WSC guided charge 
compensation ü ü - - - - -

15 Automatic Multipass System ü ü - - - - -

16
Integrated database (cars, 
trucks, industrial vehicles, 
agricultural machinery)

ü ü ü ü ü ü ü

17 Personal database √ √ √ 100 positions 100 positions 100 positions 100 positions

18 Automatic charging hose selection ü ü - - - - -

19 Non-condensable gas discharge Automatic Automatic Manual Manual Automatic Manual Manual

20 Automatic internal cleaning wash ü ü ü ü ü ü ü

21 Standard phase lights ü ü ü optional optional optional optional

22 Database update via USB √  Cloud √  pen drive √  pen drive ü ü ü ü

23 Scale lock ü ü ü ü ü ü ü

24
CSP: Vehicle compressor protection 
with LP charge ü - - - - - -

25 Automatic gas recovery from 
hoses ü ü ü - - - -

26 Smart hose compensation ü ü ü - - - -

27 Remote control from 
smartphone ü ü optional - - - -

28 Ethernet cable output ü ü ü - - - -

29 Printer ü ü ü ü ü ü ü

30 Dimensions, cm 56,6x59x98 56,6x59x112 56,6x59x98 40x51x91 40x51x91 58x55x98 58x55x98

31 Weight, kg 80 75 75 60 60 69 69
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Breeze Performance DUAL X4
Cod. 01.001.63

Automatic A/C station for R134a & HFO1234yf

BREEZE 
PERFORMANCE DUAL

New!

	 OPTIONAL ACCESSORIES

•	Refilling flushing kit for A/C systems, 
	 cod. 01.000.96 on request

•	Recycling flushing kit for A/C system AUDI/VW type 
	 cod. 01.000.139 on request 

•	Leak-seeking kit with nitrogen/hydrogen 
	 cod. 01.000.326 on request

•	R134a & HFO1234yf refrigerant analyzer compliant with SAE 
and VDA standards, kit 01.000.263/New on request

HFO1234yfR134a

Dual Gas
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Display 10" Tablet (removable)

Vacuum pump 100 L/min

Compressor capacity 2 x 400 g/min

Tank capacity 2 x 10.5 kg

HP/LP valves automatic

Standard/hybrid oil/additive injection 2 x 3 injectors with scale

Easy charging in all temperature 
conditions thanks to the BST Spin system ü

Remote control via tablet (free app 
available from the Play Store for Android) ü

Phase lights ü

Printer ü

•	Digital pressure gauges

•	Remote printing and diagnostics

•	Dynamic hose compensation

•	WiFi connection

•	Software/database updates from the cloud

•	No internal contamination between gases: two separate circuits with 4 

hoses, 2 for R134 and 2 for HFO1234yf; 2 evaporators, 2 compressors, 2 

condensers, 2 filters, 2 tanks

•	Separate circuits for oil treatment: 3 channels for R134a with scale + 3 

channels for HFO1234yf with scale (standard, used, hybrid)

•	 Automatic circuit flushing at every oil change

•	Easy charging in all temperature conditions thanks to the BST Spin system 

•	WSC (Winter-Summer-Compensation) function. Possibility to correct the 

amount of gas charged using the +/- keys and HP/LP pressure control

•	Maximum recovery efficiency thanks to the MULTIPASS System

•	Scale lock



Automatic A/C station for R134a & HFO1234yf

Breeze Touch DUAL X4
Cod. 01.001.44

BREEZE 
T O U C H DUAL

Display
7" touch screen  
with intuitive icons

Vacuum pump 100 L/min

Compressor capacity 2 x 400 g/min

Tank capacity 2 x 10.5 kg

HP/LP valves automatic

Oil/additive injection standard/hybrid 2 x 3 injectors with scale

Easy charging in all temperature 
conditions thanks to the BST Spin system ü

Printer ü

•	Easy human-machine interface thanks to the 7" touch screen and        

icon-based software

•	No internal contamination between gases: two separate circuits with 4 

hoses, 2 for R134 and 2 for HFO1234yf; 2 evaporators, 2 compressors, 2 

condensers, 2 filters, 2 tanks

•	Separate circuits for oil treatment: 3 channels for R134a with scale + 3 

channels for HFO1234yf with scale (standard, used, hybrid)

•	 Automatic circuit flushing at every oil change

•	Easy charging in all temperature conditions thanks to the BST system     

(by SPIN)

•	WSC (Winter-Summer-Compensation) function. Possibility to correct the 

amount of gas charged using the +/- keys and HP/LP pressure control

•	Integrated database updatable via USB port

•	Maximum recovery efficiency thanks to the MULTIPASS System

•	Scale lock

WiFi module + integrated SD card  
Code 01.000.328*

*to be ordered together with the A/C station

SPIN CONNECT 4.0

	 OPTIONAL ACCESSORIES

•	Refilling flushing kit for A/C systems, 
	 cod. 01.000.96 on request

•	Recycling flushing kit for A/C system AUDI/VW type 
	 cod. 01.000.139 on request

•	Leak-seeking kit with nitrogen/hydrogen 
	 cod. 01.000.326 on request

•	R134a & HFO1234yf refrigerant analyzer compliant with SAE 
and VDA standards, kit 01.000.263/New on request

HFO1234yfR134a

Dual Gas
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Automatic A/C station for R134a & HFO1234yf

BREEZE Advance DUAL Printer 
Cod. 01.001.43

BREEZE 
A D V A N C E DUAL

•	4.7" graphic display with icons

•	Dual 10.5 kg tank with 2 scales

•	 Integrated database (cars, trucks, agricultural machinery)            

with update option

•	Hose length setting 

•	Automatic station system wash at each gas change (time   

adjustable by user)

•	Automatic leak test at start-up Standard and hybrid oil management 

with automatic hose flushing

•	Data download via USB port

•	Scale lock

Tank capacity 2 x 10,5 kg

Vacuum pump 100 L/min

Compressor capacity 400 gr/min

Oil/additive injection
Standard/hybrid with scale

3+1

4 quick couplings 2 x R134a / 2 x HFO1234yf

Easy charging in all temperature condi-
tions thanks to the BST Spin system ü

Printer ü

	 OPTIONAL ACCESSORIES

•	Refilling flushing kit for A/C systems, 
	 cod. 01.000.96 on request

•	Recycling flushing kit for A/C system AUDI/VW type 
	 cod. 01.000.139 on request

•	Leak-seeking kit with nitrogen/hydrogen 
	 cod. 01.000.326 on request

•	R134a & HFO1234yf refrigerant analyzer compliant with SAE 
and VDA standards, kit 01.000.263/New on request

WiFi module + integrated SD card  
Code 01.000.328*

*to be ordered together with the A/C station

SPIN CONNECT 4.0

HFO1234yfR134a

Dual Gas
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R2G automatic A/C station

BREEZE Advance Evo Printer R2G
Cod. 01.001.66

BREEZE 
A D V A N C E EVO

New!

•	4.7" graphic display with icons

•	 Integrated database (cars, trucks, agricultural machinery) with update option

•	Hose length setting

•	Standard and hybrid oil management with automatic hose flushing 

•	Operator management

•	Automatic Multipass

•	Data download via USB port

•	Scale lock

Ready2Go: R134a or HFO1234yf
Refrigerant configuration during 
activation with the relevant kit

R134a kit (cod. 02.022.180) on request

HFO1234yf kit (cod. 02.022.181) on request

Tank capacity 22 kg

Vacuum pump 170 L/min

Compressor capacity 400 gr/min

Oil/additive injection 
standard/hybrid with scale

3 injectors

HP/LP valves Automatic

Easy charging in all temperature 
conditions thanks to the BST   
Spin system

ü

Printer ü

	 OPTIONAL ACCESSORIES

•	Refilling flushing kit for A/C systems, 
	 cod. 01.000.96 on request

•	Recycling flushing kit for A/C system AUDI/VW type 
	 cod. 01.000.139 on request 

•	Leak-seeking kit with nitrogen/hydrogen 
	 cod. 01.000.326 on request 

•	HFO1234yf refrigerant analyzer compliant with SAE and 	  
	 VDA standards, kit 01.000.216/New on request 

R2G 
Ready To Go

Modulo WiFi + SD Card integrata  
Cod. 01.000.328*

*to be ordered together with the A/C station

SPIN CONNECT 4.0

INDUSTRIA

4.0

G A S  T Y P E

R134a

HFO1234yf

Ready2Go
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R2G 
Ready To Go

R2G 
Ready To Go

BREEZE DUAL 
X4 Performance

BREEZE DUAL 
X4 Touch

BREEZE DUAL 

Advance 
BREEZE ADV 

EVO R2G
BREEZE ADV
PLUS R2G

BREEZE ADV
BUS R2G

 01.001.63 01.001.44 01.001.43 01.001.66 01.001.67 01.001.68

Display Tablet 10" Touch screen 7” graphic 4,7” graphic 4,7” graphic 4,7” graphic 4,7”

Tank 2 x 10,5 kg 2 x 10,5 kg 2 x 10,5 kg 22 kg 22 kg 30 kg

Vacuum pump 100 L/min 100 L/min 100 L/min 170 L/min 170 L/min 170 L/min

Compressor 2 x 400 gr/min 2 x 400 gr/min 400 gr/min 400 gr/min 400 gr/min 600 gr/min

Automatic recovery >95% ü ü ü ü ü ü

Automatic gas charging ü BST Spin ü BST Spin ü BST Spin ü BST Spin ü BST Spin ü

Standard+hybrid oil/additive injection 3+3 injectors 3+3 injectors 3+1 injectors 3 injectors 3 injectors 3 injectors

HP/LP valves automatic automatic manual automatic manual manual

Automatic pressure test ü ü manual ü manual manual

Non-condensable gas discharge manual/automatic manual/automatic manual manual/automatic manual manual

Automatic charging hose selection 4 hoses 4 hoses - ü - -

Automatic gas recovery from hoses after 
pressure test ü ü - ü - -

Intelligent hose compensation ü ü - ü - -

Multipass function: Maximum efficiency 
during recovery ü ü - ü - -

Automatic internal washing of the station at 
each oil change ü ü ü ü ü ü

Leak test with nitrogen/hydrogen 
(Kit 01.000.326 on request) ü ü ü ü ü ü

Software for flood washing 
(Kit 01.000.96 on request) ü ü ü ü ü ü

Recirculation washing software (VW, Audi) 
(Kit 01.000.139 on request) ü ü ü ü ü ü

CSP: Car compressor protection during 
charging from LP port ü ü - ü - -

WSC system: Possibility of correcting the 
amount of gas charged from the LP/HP side ü ü - ü - -

Integrated database (cars, industrial 
vehicles, agricultural machinery) 
updatable with USB stick

ü ü √ ü ü ü

Personal database ü ü 100 positions 100 positions 100 positions 100 positions

HFO1234yf purity analyzer compliant with 
SAE/VDA standards

optional optional optional optional optional optional

Phase lights ü - - - - -

Remote control via smartphone with free 
app downloadable from Play Store and    
App Store

ü - - - - -

Ethernet output and cable for PC connection ü - - - - -

Printer ü ü ü ü ü ü

Scale lock ü ü ü ü ü ü

Dimensions/Weight
62 x 57 x 132 cm

125 kg

62 x 57 x 132 cm

125 kg

56 x 61 x 132 cm

125 kg

56 x 61 x 132 cm

125 kg

56 x 61 x 132 cm

125 kg

56 x 61 x 132 cm

125 kg
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P E R F O R M A N C E

MIURA Performance Printer 134
Cod. 01.018.89

MIURA Performance Printer 1234
Cod. 01.018.90

New!

	 OPTIONAL ACCESSORIES

•	Refilling flushing kit for A/C systems, 
	 cod. 01.000.96 on request 

•	Recycling flushing kit for A/C system AUDI/VW type 
	 cod. 01.000.139 on request 

•	Leak-seeking kit with nitrogen/hydrogen 
	 cod. 01.000.326 on request

•	HFO1234yf refrigerant analyzer compliant with SAE and 	  
	 VDA standards, kit 01.000.216/New on request 

Display 10" tablet

Tank capacity 10.5 kg

Vacuum pump 100 L/min

Compressor capacity 300 g/min

Oil/additive/hybrid/electric injection 
(MULTIOIL System)

3+1 injectors
with scale

HP/LP valves automatic

Easy charging in all temperature conditions 
thanks to the BST system

ü

Remote control (Anydesk, Teamviewer) ü

Phase lights and alarm ü

Printer ü

•	Digital pressure gauges

•	Remote control via tablet (free app available from the Play Store for 

Android)

•	Remote printing and diagnostics

•	Dynamic hose compensation

•	WiFi connection

•	Software/database update from the cloud

•	WSC (Winter-Summer-Compensation) function: possibility to correct the 

amount of gas charged, using the +/- keys and pressure control

•	Maximum recovery efficiency thanks to the standard Multipass function

•	Easy charging in all temperature conditions thanks to the BST system 

Standard, electric, and hybrid oil/additive injectors

•	Automatic internal circuit flushing at every oil change (PAG-POE)

•	Vehicle compressor protection during low pressure charging (CSP)

•	Automatic recovery from hoses at the end of pressure testing

•	Scale lock

Automatic A/C station with 10" tablet

R2G 
Ready To Go

COMING 
SOON
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Display
5" touch screen with 
intuitive icons

Tank capacity 10,5 kg

Vacuum pump 100 L/min

Compressor capacity 300 g/min

Oil/additive/hybrid/electric injection 
(MULTIOIL System)

3+1 injectors
with scale

HP/LP valves automatic

Easy charging in all temperature conditions 
thanks to the BST system

ü

Remote control (Anydesk, Teamviewer) ü

Phase lights and alarm ü

Printer ü

Automatic A/C station with 5" touch screen

•	WSC (Winter-Summer-Compensation) function: possibility to correct the 

amount of gas charged, using the +/- keys and pressure control.

•	Maximum recovery efficiency thanks to the standard Multipass function.

•	Easy charging in all temperature conditions thanks to the BST system.

•	 Integrated database that can be updated with a USB stick (from USB port 

on panel)

•	Automatic internal circuit flushing at each oil change (PAG-POE)

•	 Integrated WiFi for remote control from smartphone (Protocol 4.0 as 

standard)

•	Remote control from smartphone with free app downloadable from Play 

Store on Android and App Store on iPhone/iPad

•	Ethernet output and cable for connection to PC for interconnection

•	Vehicle compressor protection during low pressure charging (CSP)

•	Automatic recovery from hoses at the end of pressure tests

•	Scale lock

MIURA XM Printer 134
Cod. 01.018.86

MIURA XM Printer 1234
Cod. 01.018.88

	 OPTIONAL ACCESSORIES

•	Refilling flushing kit for A/C systems, 
	 cod. 01.000.96 on request 

•	Recycling flushing kit for A/C system AUDI/VW type 
	 cod. 01.000.139 on request

•	Leak-seeking kit with nitrogen/hydrogen 
	 cod. 01.000.326 on request

•	HFO1234yf refrigerant analyzer compliant with SAE and 	  
	 VDA standards, kit 01.000.216/New on request

R2G 
Ready To Go

COMING 
SOON
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MIURA B Printer 134
Cod. 01.018.79

MIURA B Printer 1234
Cod. 01.018.81

A / C  S T A T I O N S

•	 5" touch screen display with intuitive icons 

•	 Manual HP/LP valves

•	 WSC (Winter-Summer-Compensation) function: possibility to correct the 

amount of gas charged using the +/- keys and pressure control

•	 Easy charging in all temperature conditions thanks to the BST system

•	 Integrated database that can be updated with a USB stick (from USB port on 

panel)

•	 Injectors for standard, electric, and hybrid oil/additive

•	 Automatic internal circuit flushing at each oil change (PAG-POE) via the 

MULTIOIL System
•	 Ethernet output and cable for connection to PC for interconnection  

•	 Phase and alarm lights 

•	 Automatic recovery from hoses at the end of pressure tests 

•	 Scale lock

Automatic A/C station with 5" touch screen

Display
5" touch screen with 
intuitive icons

Tank capacity 10.5 kg

Vacuum pump 72 L/min

Compressor capacity 300 g/min

Oil/additive/hybrid injection 
(MULTIOIL System)

2+1 injectors 
with scale

HP/LP valves Manual

Easy charging in all temperature conditions 
thanks to the BST system

ü

Remote control (Anydesk, Teamviewer) ü

Phase lights and alarm ü

Standard printer ü

	 OPTIONAL ACCESSORIES

•	Refilling flushing kit for A/C systems, 
	 cod. 01.000.96 on request 

•	Recycling flushing kit for A/C system AUDI/VW type 
	 cod. 01.000.139 on request 

•	Leak-seeking kit with nitrogen/hydrogen 
	 cod. 01.000.326 on request 

•	WiFi kit for Miura B, cod. 01.000.332 

R2G 
Ready To Go

COMING 
SOON
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MIURA  
Performance MIURA XM  MIURA B

Display 10" Tablet 5" Touch Screen 5"Touch Screen

Tank capacity 10,5 kg 10,5 kg 10,5 kg

Vacuum pump 100 L/min 100 L/min 72 L/min

Compressor 300 gr/min 300 gr/min 300 gr/min

Automatic recovery >95% ü ü ü

Oil/additive/hybrid/electric injection
(MULTIOIL System)

3+1 injectors
with scale

3+1 injectors
with scale

2+1 injectors
with scale

HP/LP valves automatic automatic manual

Automatic non-condensable gas 
discharge ü ü Optional

Multipass function: Maximum efficiency 
during recovery ü ü -

Easy charging (BST Spin function) ü ü ü

Automatic internal washing of the station 
at each oil change ü ü

ü 
Multioil Spin

Leak test software with N2H2 
(Kit 01.000.326 on request) ü ü ü

Flushing washing software 
(Kit 01.000.96 on request) ü ü ü

Recirculation washing software 
(Kit 01.000.139 on request) ü ü ü

CSP system: Car compressor protection 
during charging from LP port ü ü -

CST system: “Smart” hose length 
compensation ü ü ü

WSC system: Possibility of correcting 
the amount of gas charged from the LP/
HP side

ü ü ü

Automatic gas recovery from hoses after 
pressure testing ü ü ü

Integrated database updatable with USB 
stick ü ü ü

Ethernet output and cable for PC 
connection ü ü ü

Integrated WiFi for remote control from 
smartphone ü ü Optional

Remote control from smartphone with 
free application downloadable from Play 
Store and App Store

ü ü Optional

HFO1234yf purity analyzer compliant 
with SAE/VDA standards

Optional Optional Optional

Printer ü ü ü

Phase lights ü ü ü

Scale lock ü ü ü

Dimensions/Weight
56,6 x 59 x 98 cm

80 Kg
56,6 x 59 x 112 cm

85 Kg
56,6 x 59 x 98 cm

75 Kg

PERFORMANCE
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S M A R T

R2G 
Ready To Go

R2G 
Ready To Go

HANDY EVO Printer R2G
Cod. 01.028.64

HANDY SMART Printer R2G
Cod. 01.028.65

A / C  S T A T I O N S

R2G automatic A/C station

Ready2Go: R134a or HFO1234yf
Refrigerant configuration 
during activation with the 
relevant kit

R134a kit (cod. 02.022.180) on request 

HFO1234yf kit (cod. 02.022.181) on request

Tank capacity 10,5 kg

Vacuum pump 72 L/min

Compressor capacity 300 g/min

Oil/additive injection standard/hybrid 
(MULTIOIL System)

2+1 injectors
(timed)

Easy charging in any temperature 
condition thanks to the BST system ü

HP/LP valves manual

Printer ü

R2G automatic A/C station

Ready2Go: R134a or HFO1234yf
Refrigerant configuration 
during activation with the 
relevant kit

R134a kit (cod. 02.022.180) on request

HFO1234yf kit (cod. 02.022.181) on request

Tank capacity 10,5 kg

Vacuum pump 100 L/min

Compressor capacity 300 g/min

Oil/additive injection standard/hybrid 
(MULTIOIL System)

2+1 injectors
(timed)

Easy charging in any temperature 
condition thanks to the BST system ü

HP/LP valves automatic

Printer ü

G A S  T Y P E

R134a

HFO1234yf

G A S  T Y P E

R134a

HFO1234yf

New!

New!
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HANDY EVO R2G HANDY SMART R2G

01.028.64 01.028.65

Display 3.5" graphic/icons 3.5" graphic/icons

Tank 10,5 kg 10,5 kg

Vacuum pump 72 L/min 100 L/min

Compressor 300 gr/min 300 gr/min

Automatic recovery >95% ü ü

Oil/additive/hybrid injection 
(timed)

2+1 injectors 
(MULTIOIL System)

2+1 injectors  
(MULTIOIL System)

HP/LP valves manual automatic

Programmable internal cylinder filling ü ü

Non-condensable gas discharge manual automatic

Emptying charging hoses manual automatic

Automatic easy charging 
(BST Spin function) ü ü

Automatic internal washing of the 
station at each oil type change

  
ü

Multioil System

  
ü

Multioil System

Pressure tests manual manual

Hose length adjustment ü
ü

CST system: “Smart” hose 
length compensation

Integrated database (cars, industrial 
vehicles, agricultural machinery) ü ü

Database update via USB panel ü ü

HFO1234yf gas analyzer compliant 
with SAE/VDA

on request on request

Printer ü ü

Scale lock ü ü

Dimensions/Weight
40 x 51 x 91 cm

60 Kg
40 x 51 x 91 cm

60 Kg

R2G 
Ready To Go

R2G 
Ready To Go

OPTIONAL ACCESSORIES

Cod. 01.000.96 
Refilling flushing kit for A/C systems  

Cod. 01.000.139
Recycling flushing kit for A/C systems 
AUDI/VW type  

Cod. 01.000.326
Leak-seeking kit with the N2H2 

Cod. 01.000.216/NEW

HFO1234yf refrigerant analyzer 
compliant with SAE and VDA standards  

A / C  S T A T I O N S
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Ready2Go
R134a o HFO1234yf

ONE MACHINE, TWO SOLUTIONS

A / C  S T A T I O N S

KIT R134A R2G
Cod. 02.022.180

KIT HFO1234YF R2G
Cod. 02.022.181

•	Pair of HP/LP quick couplings for R134a

•	Adapters for the flushing of internal and 

external hoses for R134a A/C stations

•	R134a sticker

•	Pair of HP/LP quick couplings for 

HFO1234yf

•	Adapters for the flushing of internal 

and external hoses for HFO1234yf A/C 

stations

•	HFO1234yf sticker

Ready-To-Go (R2G) stations are designed to offer 
maximum freedom and convenience. Supplied in a 
"neutral" version, they allow you to choose - with total 
autonomy - whether to configure them for R134a or 
HFO1234yf refrigerant, based on your workshop's 
specific requirements.

After purchase, you decide which refrigerant the machine 
will operate with: when switching on, simply select the 
desired gas and use the corresponding kit (R134a R2G 
or HFO1234yf R2G). Please note that this initial selection 
is permanent, and the unit will work exclusively with the 
chosen refrigerant

Single A/C station, ready and always in step 
with your needs.

G A S  T Y P E

R134a

HFO1234yf

G A S  T Y P E

R134a

HFO1234yf

New!

C
A
T
A

L
O

G
U

E
 2

0
2

6

18

®

CATALOGUECATALOGUE 2026
Th

e 
pi

ct
ur

es
 h

av
e 

m
er

el
y 

ex
pl

an
at

or
y 

pu
rp

os
es

 a
nd

 c
an

 b
e 

ch
an

ge
d 

w
ith

 n
o 

w
ar

ni
ng



The new A/C Stations

You choose how to start! 

A / C  S T A T I O N S

•	ALL-IN-ONE MACHINE: A single neutral model 
for all needs

•	SINGLE PRODUCT CODE: Only one product code 
is managed, simplifying orders and inventory

•	CONFIGURABLE: Choose your refrigerant during 
the initial power-on

•	OPTIONAL ADAPTER KITS: Final configuration is 
completed with a dedicated adapter kit (including 
specific couplers and stickers).

R2G 
Ready To Go

R2G 
Ready To Go

R2G 
Ready To Go

R2G 
Ready To Go

R2G 
Ready To Go

R2G 
Ready To Go

Neutral A/C stations, ready to be configured with  
R134a or HFO1234yf refrigerant.

BREEZE EVO R2G
Cod. 01.001.66

MIURA Performance R2G
Cod. 01.018.103

COUNTRY CLIMA R2G
Cod. 01.040.23

COUNTRY CLIMA Bipower R2G
Cod. 01.040.24

BREEZE PLUS R2G
Cod. 01.001.67

HANDY EVO R2G
Cod. 01.028.64

BREEZE BUS R2G
Cod. 01.001.68

HANDY SMART R2G
Cod. 01.028.65

Ready2Go
C
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R2G 
Ready To Go

R2G 
Ready To Go
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R744

SETTECENTO44
P E R F O R M A N C E

A / C  S T A T I O N S

Designed and manufactured by SPIN, SETTECENTO44 is the solution 
dedicated to new-generation R744 (CO2) air conditioning systems, which 
are increasingly common in new electric vehicles.

It offers advanced features such as remote diagnostics and control, 
and digital pressure gauges displayed on a 10" tablet.
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SETTECENTO44 
Cod. 01.001.64

SETTECENTO44
P E R F O R M A N C E

A / C  S T A T I O N S

Automatic A/C station for R744 (CO2) air conditioning systems

•	 Remote diagnosis and control via app, which can be downloaded free of 

charge from the Android Play Store.

•	 Option to print the work carried out on the integrated printer or send it via the 

apps available on the tablet (email, WhatsApp, etc.).

•	 Digital pressure gauges with full scale 100 bar (LP) and 160 bar (Hp)

•	 Manual/automatic mode

•	 Integrated database

•	 R744 recovery with low pressure discharge into the atmosphere  

(ca. 80 g/min)

•	 Pressure and vacuum leak test with fully automatic system

•	 New oil/additive and used oil tanks with scale

•	 Cylinder pressure sensor with display on tablet

•	 Automatic cylinder heating with heating strap

•	 Automatic temperature compensation during charging

•	 Possibility to use commercial cylinders up to 14 L (not supplied)

•	 Cell for 200 kg R744 cylinder

Refrigerant type R744 (CO2)

Display 10" tablet (removable)

Cylinder compatibility (not supplied) 7 - 14 L

Vacuum pump 100 L/min

Oil/additive injection and waste oil drain 3 injectors with scale

Hose length (LP/HP) 3 m with quick couplings

HP/LP taps automatic

Cylinder heating automatic

Remote control (Anydesk, Teamviewer) ü

Phase lights and alarm ü

Standard printer ü

Power supply 230V AC

Dimensions 60 x 60 x 110 cm

Weight 85 kg (without cylinder)

New! COMING 
SOON
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R2G 
Ready To Go

R2G 
Ready To Go

COUNTRY CLIMA BIPOWER Printer R2G
Power supply: 12V DC - 230V AC

Cod. 01.040.24

COUNTRY CLIMA Printer R2G
Cod. 01.040.23

BIPOWER: 
12V DC - 230V AC

A / C  S T A T I O N S

•	 Inflatable wheels and ergonomic handlebar for easy transport on 

uneven ground

•	4.7" graphic display

•	 Integrated database (cars, trucks, and agricultural machinery) with update 

options; includes a personal database for up to 100 custom entries

•	Automatic A/C system flushing

•	Heater

•	Scale locking system during transport

•	6-meter SAE J2196-compliant charging hoses, equipped with HP/LP 

fittings and manual taps

•	Refrigerant and oil statistics

•	Data update via USB port

•	Power supply: 230 V AC (BIPOWER version: 12 V DC – 230 V AC)

•	Scale locking system for transport

•	Dimensions: 58x55x98 cm

•	Weight: 60 kg

Automatic A/C station for the agriculture/earthmoving sector

Ready2Go: R134a or HFO1234yf
Refrigerant configuration 
during activation with 
the relevant kit

R134a kit (cod. 02.022.180) on request

HFO1234yf kit (cod. 02.022.181) on request

Tank capacity 10 kg

Vacuum pump 72 L/min

Compressor capacity 300 g/min

Oil/additive injection standard/hybrid 
(MULTIOIL System)

2+1 injectors
(timed)

HP/LP valves manual

Standard printer ü

	 OPTIONAL ACCESSORIES

•	Refilling flushing kit for A/C systems, 
	 cod. 01.000.96 on request

•	Recycling flushing kit for A/C system AUDI/VW type 
	 cod. 01.000.139 on request

•	Leak-seeking kit with nitrogen/hydrogen 
	 cod. 01.000.326 on request 

•	HFO1234yf refrigerant analyzer compliant with SAE and 	  
	 VDA standards, kit 01.000.205/New on request

G A S  T Y P E

R134a

HFO1234yf

G A S  T Y P E

R134a

HFO1234yf
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	 OPTIONAL ACCESSORIES

•	Refilling flushing kit for A/C systems, 
	 cod. 01.000.96 on request 

•	Recycling flushing kit for A/C system AUDI/VW type 
	 cod. 01.000.139 on request 

•	Leak-seeking kit with nitrogen/hydrogen 
	 cod. 01.000.326 on request

•	Reinforced pump for fast automatic charging (15L/min)  
cod. 01.000.304

ASTRABUS ADVANCE 134
Cod. 01.006.03

ASTRABUS ADVANCE MULTIGAS (R134A, R22, R404, R407)
Cod. 01.007.03

A / C  S T A T I O N S

•	4.3” graphic display with intuitive icons

•	High-capacity hermetic compressor (27cc displacement, 1000 gr/min) 

•	Reinforced pump for fast automatic charging (15 L/min) on request, 

cod. 01.000.304

•	Database (cars, trucks, agricultural machinery and earthmoving equipment)

•	Software update via USB

•	Personal database (100 positions)

•	 Integrated software for automatic A/C system flushin

•	Multi-scale HP/LP pressure gauges (R134a, R22, R404, R407)

•	Adjustable hose length settings

•	Manual and automatic mode

R134a MULTIGAS

External tank capacity
(removable, with heating 
beL)

40 kg 2 x 40kg

Vacuum pump 260 L/min 260 L/min

Compressor capacity 1000 gr/min 1000 gr/min

Standard oil/additive 
injection

timed timed

HP/LP taps manual manual

Standard printer ü ü 

Automatic A/C stations for buses C
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OK CLIMA ADVANCE 404 TRUCK PRINTER
Cod. 01.019.42

A / C  S T A T I O N S

•	4.7" graphic display with icons

•	Hose length setting

•	Data download via USB port

•	Transfer valve to additional external cylinder (cylinder not supplied)

•	Scale lock

•	Dimensions: 59x61x112 cm

•	Weight: 95 kg

Automatic A/C station for servicing systems with 
R404a/R407c refrigerant (mobile refrigeration)

Tank capacity 30 kg

Vacuum pump 72 L/min

Compressor dry

Automatic oil/additive injection timed

HP/LP valves manual

Standard printer ü

	 OPTIONAL ACCESSORIES

•	Refilling flushing kit for A/C systems, 
	 cod. 01.000.96 on request

•	Recycling flushing kit for A/C system AUDI/VW type 
	 cod. 01.000.139 on request

•	Leak-seeking kit with nitrogen/hydrogen 
	 cod. 01.000.326 on request
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Versione 12V DC-220V AC  
Cod. 01.009.02

MONOCLIMA 220V 50HZ
Cod. 01.009.01

MONOCLIMA BIPOWER 12V DC - 220V AC
Cod. 01.009.02

A / C  S T A T I O N S

Charging cylinder
4.4 kg with heating element and safety 
valve

Vacuum pump 3m3/h single stage

Recovery compressor with 
automatic oil separator

400 gr/min 

New oil injector ü

4-way pressure gauge unit 
with pressure gauges

ø 80 Pulse free 

Hose length 3 m 

Power supply 220 V 50 Hz / 12 V DC

Dimensions 50 x 40 x 115 cm

Weight 50 kg

Manual A/C station for R134a gas for outdoor use 
(agriculture, earthmoving machinery, etc.)
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A / C  G A S  A N A L Y Z E R S

STANDARD ACCESSORIES

A C DB

Standalone R134a / HFO1234yf gas analyzer
2 REF SCANNER

Spare part: O2 sensor for R134a / HFO1234yf gas 
analyzer produced until 12/2025

Cod. 01.000.262.R3

Filter for gas analyzers (spare part)

Cod. 01.000.262.R1

NEW MODEL 2026
WITHOUT OXYGEN 

SENSOR! TECHNICAL FEATURES  

•	 4,3” touch screen display with multilingual software

•	 WiFi/Bluetooth 

•	 Dual power supply (12V DC - 100 / 240V)

•	 A: Printer included

•	 Internal chamber flushing pump

•	 Purity standards both according to VDA regulations 

(ok - not ok >95%) and with percentage of 

R134a or HFO1234yf gas and contaminants                                                                 

STANDARD ACCESSORIES:

•	 B: LP couplings for R134a and HFO1234yf with transparent hoses

•	 C: 12V DC battery power supply

•	 D: 100/240V 50/60Hz power supply

•	 Drawer for accessories

R134a / HFO1234yf stand alone gas Analyzer
Cod. 01.000.331/NEW
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R134a / HFO1234yf stand alone

Spare part: O2 sensor for R134a / 
HFO1234yf gas analyzer produced until 
12/2025

Cod. 01.000.262.R3

Filter for gas analyzers  
(spare part)

Cod. 01.000.262.R1

HFO1234yf refrigerant analyzer module for:
BREEZE ADVANCE/MIURA/HANDY

Cod. 01.000.216/NEW

HFO1234yf + R134a refrigerant analyzer module for:
BREEZE PERFORMANCE X4/BREEZE TOUCH X4/ 
BREEZE ADVANCE DUAL

Cod. 01.000.263/NEW

DUAL GAS ANALYZER

INTEGRATED GAS ANALYZERS FOR A/C STATIONS

DUAL GAS 
HFO1234yf /R134a

HFO1234yf

A / C  G A S  A N A L Y Z E R S

•	 Measurement according to the SAE 
J2912 standard (% HFO and other gases 
present, R134a, R22, HC, air) and 
according to the VDA standard (purity 
≥95% ok / not ok)
•	 Accuracy ± 1%
•	 Module with the aspiration pump and 
HFO1234yf low pressure adapter included
•	 4.7 “graphic display with icons and 
Multilingual messages by the ADVANCE 
series A/C stations SPIN
•	 Possibility of printing the report (in 
versions with printer)
•	 According to SAE/VDA

A

C DB

STANDARD ACCESSORIES

NEW MODEL 2026
WITHOUT OXYGEN 

SENSOR!

TECHNICAL FEATURES  

•	 3.5” graphic interface with multilingual software

•	 Dual power supply (12V DC - 100 / 240V)

•	 A: Printer included (A)

•	 Internal chamber flushing pump

•	 Purity standards both according to VDA regulations (ok - not ok 

>95%) and with percentage of R134a or HFO1234yf gas and 

contaminants

STANDARD ACCESSORIES:

•	 B: LP couplings for R134a and HFO1234yf

•	 C: 12V DC battery power supply

•	 D: 100/240V 50/60Hz power supply

R134a and HFO1234yf Analyzer
Cod. 01.000.290S/NEW
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REFILLING FLUSHING KIT
REFILLING flushing kit for A/C systems with R134

RECYCLING FLUSHING KIT

Cod. 01.000.96

Cod. 01.000.240
Cod. 01.000.235

Cod. 01.000.236

Cod. 01.000.139

Cod. 01.000.265

A / C  F L U S H I N G

AIR CONDITIONING SYSTEM FLUSHING KIT

Recycling flushing kit for A/C systems 
AUDI/VW type complete with external tank, 
hoses, and case with bypass fittings for 
expansion valves and filters

Only bypass fitting case for expansion 
valves and filters

RECYCLING FLUSHING KIT
Recycling flushing kit for A/C systems (A) with the 

visualisation of the gas flow / reverse flow (B)

DIAGNOSTIC KIT R134A
Diagnostic kit for checking oil condition 

in R134a A/C systems

DIAGNOSTIC KIT HFO1234YF
Diagnostic kit for checking oil condition 

in HFO1234yf A/C systems
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A / C  F L U S H I N G

Easy Flush 
A / C  F L U S H I N G

Bus Evolution
A / C  F L U S H I N G

Manual A/C and refrigeration system flushing unit

OPTIONAL 

STANDARD EQUIPMENT

•	 20 L flushing liquid tank
•	 4.4 bar vane pump
•	 Connection for external nitrogen cylinder (for A/C system drying)
•	 3 m flexible hoses
•	 Wheeled
•	 Voltage: 230 V 50/60 Hz
•	 Dimensions: 30 x 37,5 x 68 cm
•	 Weight: 19 kg

EASY FLUSH
Cod. 01.000.171S

1/4" SAE, 3/8" SAE, 1/2" SAE 
fittings

 Bracket and conical adapter kit for 
hose connections

Reusable sintered Filter Inspection gauge

Manual A/C and refrigeration system flushing unit

•	 30 L flushing liquid tank
•	 8 bar vane pump
•	 Quick connection for external nitrogen cylinder  
	 (for A/C system drying)

•	 Reverse washing possible without disconnecting the hoses 
•	 (to be used only on sectioned systems)
•	 3 m flexible hoses
•	 Wheeled
•	 Voltage: 220 V 50/60 Hz
•	 Dimensions/weight: 45 x 38 x 100 cm / 35 kg   

BUS EVOLUTION 
Cod. 01.000.213

Pair of brackets for washing A/C 
systems (for Bus Evolution 01.000.213)

A/C flushing fluid (non-flammable), 1 L 
(for Bus Evolution 01.000.213)

Cod. 01.000.206Cod. 01.000.54Cod. 01.000.91
A/C flushing fluid (non-flammable), 
10 L, for Easy Flush (01.000.171S) 
and Bus Evolution (01.000.213)
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EASY FLUSH PRO
Cod. 01.000.250

Easy Flush Pro 
A / C  F L U S H I N G

A / C  F L U S H I N G

•	The device automatically performs various recirculation washing 

steps (direct and reverse) with recovery and final drying

•	Washing product quality control ogive

•	Final data printing

•	Reusable sintered filter

•	Rear connection to dried compressed air or nitrogen inlet (max. 5 bar 

inlet)

•	230 V AC power supply

•	5.5 L/min flow rate pump, 20 L tank

•	Dimensions: 590x465xH1000mm

•	Weight: 45 kg

•	 A: 10 l Alpha Flush (washing liquid) included

•	 B: Adapter kit (for air conditioning and refrigeration systems) 

included.

Automatic A/C and HVAC Systems flushing unit 
(with printer)

STANDARD ACCESSORIES

Nitrogen-hydrogen cylinder kit 

N2H2 (95%/5%) 950cc with 

pressure reducer

B

A

Cod. 01.000.188

OPTIONAL

Cod. 01.000.251

10 L Alpha Flush (washing 
liquid)
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Multi-gas recovery unit for R134a and HFO1234yf 
and mobile refrigeration. 

•	 Capacity 400 gr/min in liquid phase
•	 LP/HP R134a and HFO1234yf fittings 

included
•	 Empty HFO1234yf storage tank not included

R134a empty tank for refrigerant 
storage, 12 kg

2-GAS
R E C O V E R Y  U N I T  R 1 3 4 a / H F O 1 2 3 4 y f

DUAL GAS RECOVERY UNIT
Cod. 01.017.08

RECOVERY UNIT FOR R134A
Cod. 01.017.01

DUAL GAS RECOVERY UNIT FOR R134A E HFO1234YF
Cod. 01.017.07

Cod. 01.000.266

R E F R I G E R A N T  R E C O V E R Y  U N I T S

R134a

R134a

HFO1234yf

•	300 gr/min (liquid phase) recovery compressor

•	Graphic 4.7” electronic board and software in 27 

languages

•	Electronic scale with 80 kg capacity loading cell

•	LP/HP taps on the panel

•	3 m  ¼ SAE service hoses

•	R134a / HFO1234yf rapid couplings pair

•	Safety/incondensable gases discharge valve (on the 

panel)

•	 Inlet pressure digital reading on the display

•	Automatic used oil discharge at the end of recovery, 

on a 250 cc container

•	0-25 bar pressure gauge for cylinder

•	 Internal dehydrating filter with alarm upon reaching 

the work capacity (shown on the display)

•	Automatic separator for compressor oil

•	Possibility to perform a reset in case of internal 

cylinder replacement

•	Automatic alarm on the display in case of cylinder 

too full (>80% of capacity)

•	12 kg empty stock bottle for R134a

•	Dimensions: 106,5x55x45 cm

•	Weight: 45 kg (without cylinders)

Multigas recovery unit for R12/R134a  and main 
gases for mobile refrigeration 

•	 400 gr/min liquid phase
•	 LP/HP R134a couplings included
•	 Empty R134a storage tank not included
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A / C  L E A K - S E E K I N G  K I T

NITROGEN/HYDROGEN LEAK DETECTION (H2N2)

THE KIT INCLUDES: 
•	950 ml N2H2 cylinder, non-refillable
•	Dual scale pressure gauge with hose and valve
•	Hose, 80 cm, ¼ SAE FF
•	Pair of ¼ SAE R134a (LP) – HFO1234yf (LP) quick 
	 connectors
•	Cylinder reducer
•	Pressure reducer up to 20 bar for 1 L cylinders

01.000.203M 01.090.07 01.090.08.R3 01.090.08.R4 01.000.317

Hydrogen leak detector 1 L nitrogen/hydrogen cylinder Pressure gauge with hose 
and valve (suitable for R134a, 
HFO1234yf, R404a, R407C, 
R422D, R507, R22, R32, 
R410a)

Pressure regulator (Italian type 
connection. For international 
versions, please contact our 
technical department) 

1.5 m yellow hose FxF ¼ SAE 
180° 

01.000.312 01.000.314 01.090.08.R1 01.000.318 01.000.311.R1

LP ¼ SAE quick coupling with 
tap for R134a

LP ¼ SAE quick coupling with 
tap for HFO1234yf

1 L cylinder reducer M1/4 SAE adapter for M1234yf 
– M12x1.5

Pressure regulator up to 20 bar 
for non-refillable cylinders

THE KIT INCLUDES: 

•	Cylinder trolley with solid wheels Ø 260 mm 

(cylinder not included)

•	 Instrument bag 

•	N2H2 leak detector (01.000.203M)  

•	Double index pressure gauge   
•	Pair of ¼ SAE R134a (LP) – HFO1234yf (LP) 

quick connectors

•	Hose L=1.5 m ¼ SAE m/m 

•	Pressure reducer inlet 0-300 bar/outlet  

0-60 bar  

•	Can carry one cylinder (sold separately) with a 

maximum capacity of 10 L/220 bar

21 3 4 5

9 10876

CYLINDER TROLLEY KIT 
for air conditioning service

1

2

3
5

6 7
8

10

3

6 7

5

4

10 L cylinder with nitrogen-hydrogen 

(95%/5%), 220 bar. Non-refillable.

Cod. 01.090.16

BASIC KIT
LEAK-SEEKING KIT FOR 
R134A/HFO1234YF A/C SYSTEMS  

only for non-refillable 0,950/2 L - 110 bar cylinders 

Cod. 01.000.310
Cod. 01.000.311
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A / C  L E A K - S E E K I N G  K I T

NITROGEN-HYDROGEN (N2H2) KIT FOR A/C STATIONS SPIN

Leak-seeking kit with 950 ml  N2H2 mix (95%/5%) cylinder, non-
refillable, pressure reducer up to 20 bar, dual-scale pressure gauge 
with hose and valve, ¼ SAE FF 80 cm hose, T-adapter, R134a and 
HFO1234yf LP adapters

Cod. 01.000.326

Cod. 01.000.225

Cod. 01.090.07 Cod. 01.090.13

Cod. 01.000.203M

Cod. 01.090.08

PROFI KIT N2H2 ELECTRONIC LEAK DETECTOR  

Multi refrigerant (CFC, HCFC, HFO1234YF, R134A, N2H2)

LEAK-SEEKING KIT FOR R134A AND HFO1234YF A/C SYSTEMS

and refrigeration systems with N2H2 mix (95%/5%) and 
electronic leak detector 

0,950 L Nitrogen-Hydrogen N2-H2 Cylinder (95%/5%), 110 bar.   

Non-refillable.

2 L Nitrogen-Hydrogen N2-H2 Cylinder (95%/5%), 110 bar. 

Non-refillable

NITROGEN-HYDROGEN (N2H2) PRESSURIZATION SYSTEM KIT N2-H2

Same as cod. 01.000.225, but without the leak detector
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A / C  A C C E S S O R I E S

PROFI KIT

BASIC KIT

FLOW DIRECTION

FLOW DIRECTION 

PROTECT YOUR A/C STATIONS FROM 
CONTAMINATED REFRIGERANTS

HFOs are the most used fourth generation refrigerant gases in recent years in the 

automotive market. HFO1234yf has been successfully used in all new A/C systems 

from 2017 to present, thanks to its eco-friendly features and high performances.    

However, recently, it has caused many problems to A/C technicians. 

Several episodes of POLYMERIZATION have been reported, a phenomenon which 

can lead lo considerable damage not only to the air conditioning system, but also 

to the equipment used for its maintenance. In some cases, damage is irreparable. 

This aspect requires attention and caution in the use of this refrigerant gas.

THIS SPECIAL KIT HAS BEEN DESIGNED TO PROTECT A/C EQUIPMENT AND 

SYSTEMS FROM THE PHENOMENON OF GAS POLYMERIZATION.

A/C STATION  HFO1234YF & R134A 
QUALITY CONTROL KIT

Cod. 01.000.340DUAL

HFO1234Y CYLINDER DIAGNOSTIC KIT

Cod. 01.000.301

HP & LP quick 
couplings R134a 

&HFO1234yf 
INCLUDED 
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A / C  A C C E S S O R I E S

Rechargeable UV Leak Detection Kit
•	UV Lamp with protective UV-filtering glasses 
•	33.7V 2200mAh Lithium-ion rechargeable battery
•	AC Wall Charger (100/240V) and  
	 112V DC Car Adapter
•	Functions: 100% Power / 50% Power / SOS / OFF

Same as 05.073.25T, but with U/V 
fluorescent tracer for HFO1234yf 
(3 syringes) and for R134a (9 
syringes) 

Special valve kit and small parts
for R134 systems, Multi-brand

Pair of HP quick couplings for cars
BMW5, Ford CMax, Volvo C30

Adapters for the washing of internal and exter-
nal hoses for R134a A/C stations

Adapters for the washing of internal and exter-
nal hoses for HFO1234yf A/C stations

Special O-ring kits (double O-rings)

120-Pcs O-Ring Assortment

Cod. 01.000.49

Cod. 01.000.08IMP

Cod. 01.000.168IMP

Cod. 01.000.197

Cod. 01.000.319

Cod. 01.000.320

Cod. 01.000.136

Cod. 01.000.15

Pair of quick couplings for R134a, 
with taps 

Pair of quick couplings for 
HFO1234yf, with valves

R134a

HFO1234yf

Cod. 05.073.25T Cod. 05.073.25TK

Cod. 01.000.19R
HIGH PRESSURE flexible hose with 
1/4 SAE connections. Length = 3 m

Cod. 01.000.19B
LOW PRESSURE flexible hose with 
1/4 SAE connections. Length = 3 m

Cod. 01.000.17R
HIGH PRESSURE flexible hose with 1/4 
SAE connections and tap. Length = 3 m

Cod. 01.000.17B
LOW PRESSURE flexible hose with 1/4 
SAE connections and tap. Length = 3 m

Cod. 01.000.267

A/C SYSTEM MAINTENANCE KIT
•	Annual maintenance kit for Spin A/C 
stations (excluding Astrabus):
•	0.5 L vacuum pump oil
•	Filter
•	10 hose seals

Cod. 01.000.07
A/C hose seals, 10 pcs

Cod. 01.000.94
GM/Audi VW air conditioning hose 
removal kit, 4 pcs
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A  /  C   C O N S U M A B L E S

EXTREME ULRA
High-performance air filters for A/C systems 

COOL-SHOT ULRA
Additive for refrigeration and air conditioning systems 

AV 68R

Vacuum pump oil, 0.5 L

21CR POE100
Oil for HYBRID compressors, 1 L

ADDITIVE
UV Fluorescent Tracer for HYBRID Vehicle A/C 
Systems, 350 ml, solvent-free

ADDITIVE
UV Fluorescent Tracer for HYBRID Vehicle A/C 
Systems, 12 x 7.5 ml, with adapter, solvent-free

HYBRID

PREMIUM PAG
PREMIUM PAG oil, 1 L,
for R134a/HFO1234yf systems

ADDITIVE
Universal additive, 250 ml, 
for R134a/HFO1234yf systems

PAG PREMIUM + Additive

PREMIUM PAG oil with ADDITIVE, 1 L, 
for R134a/HFO1234yf systems

ADDITIVO
Kit of 12 syringes, 7.5 ml with universal additive
+ 2 adapters (R134a / HFO1234yf)

 21CR (RL 100)
POE 100 Oil, 1 L

Cod. 01.000.39

Cod. 01.000.125

Cod. 01.000.124

Cod. 01.000.127

Cod. 01.000.252

Cod. 01.000.253

Cod. 01.000.254

Cod. 01.000.255

Cod. 01.000.37

Cod. 01.000.242

Cod. 01.000.241

OILS AND ADDITIVES FOR SYSTEMS WITH R134A / HFO1234YF

HP adapter for rechargeable R134a cylinder

HP adapter for HFO1234yf cylinder

1/4 SAE adapter for connecting the A/C station to the 
R134a gas cylinder 

R134a refrigerant in 12 kg refillable cylinders, subject 
to availability

HFO1234yf refrigerant in refillable 5 kg cylinders, quick 
connector included 01.000.208, subject to availability

HFO1234yf refrigerant in refillable 10 kg cylinders, quick 
coupling included 01.000.208, subject to availability

Cod. 01.000.167

Cod. 01.000.187

Cod. 01.000.199

Cod. 01.000.207

Cod. 01.000.208

Cod. 01.000.01 Art. 7CR
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O Z O N  M A K E R S

  
Ventilate completely the treated area after sanification and before entering

Cod. 01.000.215 Cod. 01.000.215W Cod. 01.000.269 Cod. 01.000.224 Cod. 01.000.224L Cod. 01.000.257

Capacity
3,5 g/h 5 g/h 4 g/h

Replaceable ceramic 
ozone module

3,50÷7 g/h
with adjustable power

10 g/h 5/10/15/20 g/h
with adjustable power

Timer 2 hours 2 hours 3 hours
2 hours

12 optional hours
2 hours

135 min
with digital timer 

Noise <40dB <40dB <40dB <40dB <40dB <40dB

Cabinet
Cabinet made  

of painted steel 
Cabinet made  

of painted steel 
Cabinet made  

of painted steel 
Stainless steel cabinet Stainless steel cabinet Stainless steel cabinet

Power 65W 65W 50W DC/AC 100W 100W 270W

Dimensions 205x175x150 mm 205x175x150 mm 205x175x150 mm 210x180x260 mm 210x180x260 mm 202x379x285 mm

Airflow volume 2.5 m³/min 2.5 m³/min 2,5 m3/min 2 ÷ 4 m3/min 2 ÷ 4 m3/min 4,8 m3/min

Net-gross weight 2Kg/2,6Kg 2Kg/2,6Kg 2Kg/2,6Kg 2,9Kg/3,9Kg 2,9Kg/3,9Kg 6,2Kg/7,6Kg

Power supply
220/240V 220/240V

BIPOWER
12V DC 120÷240V AC 

220/240V 220/240V 210/230V

Air treatment ü ü ü ü ü ü

Remote control — — — — — ü

PORTABLE OZONE GENERATORS
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Atf 
AUTOMATIC GEARBOX OIL EXCHANGERS
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ATF X-DRIVE

ATF X-DRIVE 4500 SW ATF START SW

ATF S-DRIVE 5000 SW

ATF S-DRIVE 5000 SW PROFIATF X-DRIVE PROFI

ATF X-DRIVE 4500 SW PROFI ATF START SW PROFI

Cod. 02.023.53

Cod. 02.023.53.PROFI

Cod. 02.023.66

Cod. 02.023.91 Cod. 02.023.60

Cod. 02.023.66.PROFI

Cod. 02.023.91.PROFI Cod. 02.023.60.PROFI

A U T O M A T I C  G E A R B O X  O I L  E X C H A N G E R S



Atf
Oil Exchanger for Automatic Transmissions with 10" Tablet for 
the remote control of functions (Bluetooth)  

• 10" 4G Wi-Fi tablet 

• Direct online database consultation (4G or Wi-Fi) 

• Remote control of functions and display of operations  

in progress via the tablet, which can be removed from the ATF 

• Guided information for the operator 

• Integrated database 

• Automatic oil flow recognition and reversal 

• Inlet flow reduction regulator (integrated) 

• Integrated diagnostics with messages and related service guide 

• Guided procedure for replacing the new oil tank  

(other tanks available on request) 

• Guided functions for radiator washing and filter replacement procedures 

• Specific procedure for DSG 

• Dual 12V DC and 220V AC power supply with low battery alarm and 

automatic power source recognition 

• Printer included 

• Direct access to used oil for draining the sump 

• Fitting and hose kit for European and Asian cars 

• Protocol 4.0 as standard
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A U T O M A T I C  G E A R B O X  O I L  E X C H A N G E R S



Home Page

Recycling Online Database (Smart Pack)

Automatic mode Manual Mode

Database

ATF XDRIVE
Cod. 02.023.66

ATF XDRIVE PROFI
Cod. 02.023.66.PROFI

Version with ATF STANDARD kit included:

•	 2 cases with adapters and hoses for 

European and Asian cars*

•	SmartPack (free access to the ONLINE 

database for 12 months)

Version with ATF PROFI kit included:

•	 7-drawer trolley (5 drawers with 

thermoformed inserts) complete with 

ATF fittings and accessories*

•	SmartPack (free access to the ONLINE 

database for 12 months)

AT
F 
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F 

PR
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IT

*See page 47 for details of the kit *See pages 48-49 for details of the kit

STANDARD PROFI

New! New!
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•	A: 5" color touchscreen display

•	A: Transmission outlet oil pressure gauge

•	A: ATF outlet oil pressure gauge

•	AWS function: Automatic correction of new oil specific gravity

•	Automatic warm-up function (automatic cycle starts when the minimum 

optimal temperature is reached)

•	C: Integrated oil flow reversal system

•	Flushing of new oil intake circuit

•	Dipstick kit with additional pump

•	D: Automatic additive injection

•	Ability to operate automatically or manually

•	Software and database updates via USB and WiFi

•	B: Illuminated flow meters

•	E: New/used oil tanks

•	C: 2 sintered filters with magnet (reusable)

•	A: Printer included

•	F: SmartPack (password for free 12-month access to the online database)

•	Power steering oil change software

•	Integrated database with brand, version, number of gears, transmission 

type, and oil quantity

•	WiFi module for data transmission/reception - kit 01.000.328 available 

upon request*

MADE IN ITALY

Atf
5000
Atf

Built-in WiFi module + SD
Cod. 01.000.328*

*to be ordered at the same time as the ATF machine

SPIN CONNECT 4.0

Oil Exchanger for Automatic Transmissions with 5" TOUCH SCREEN and 
Dipstick kit
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A U T O M A T I C  G E A R B O X  O I L  E X C H A N G E R S



ATF S-DRIVE 5000 PRINTER
Cod. 02.023.53

ATF S-DRIVE 5000 PRINTER PROFI
Cod. 02.023.53.PROFI

Version with ATF STANDARD kit included:

•	 2 cases with adapters and hoses for 

European and Asian cars*

•	SmartPack (free access to the ONLINE 

database for 12 months)

Version with ATF PROFI kit included:

•	 7-drawer trolley (5 drawers with 

thermoformed inserts) complete with 

ATF fittings and accessories*

•	SmartPack (free access to the ONLINE 

database for 12 months)

SmartPack

AT
F 

ST
AN
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*See page 47 for details of the kit *See pages 48-49 for details of the kit

STANDARD PROFI

A B C

ED F

New! New!
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•	A: 5" colour touchscreen display

•	A: Transmission outlet oil pressure gauge

•	B: Icon-based software

•	AWS function: Automatic correction of new oil specific gravity

•	Automatic warm-up function (automatic cycle starts when the minimum 

optimal temperature is reached)

•	B: Integrated oil flow reversal system

•	Flushing of new oil intake circuit

•	B: 2 reusable sintered filters with magnet

•	C: Automatic additive injection

•	Ability to operate automatically or manually

•	Software and database updates via USB

•	Illuminated flow meters

•	New/used oil tanks

•	B: 2 reusable sintered filters with magnet

•	D: SmartPack (password for 12-month free access to the online database)

•	Power steering oil change software

•	Integrated database with brand, version, number of gears, transmission type, 

and oil quantity

•	WiFi module for data transmission/reception - kit 01.000.328 available upon 

request*

MADE IN ITALY

Built-in WiFi module + SD 
Cod. 01.000.328*

*to be ordered at the same time as the ATF machine

SPIN CONNECT 4.0

Atf
4500
Atf

Oil Exchanger for Automatic Transmissions with 5" TOUCH 
SCREEN
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SmartPack

Version with ATF STANDARD kit included:

•	 2 cases with adapters and hoses for 

European and Asian cars*

•	SmartPack (free access to the ONLINE 

database for 12 months)

Version with ATF PROFI kit included:

•	 7-drawer trolley (5 drawers with 

thermoformed inserts) complete with 

ATF fittings and accessories*

•	SmartPack (free access to the ONLINE 

database for 12 months)

AT
F 
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*See page 47 for details of the kit *See pages 48-49 for details of the kit

STANDARD PROFI

ATF S-DRIVE 4500 PRINTER
Cod. 02.023.91

ATF S-DRIVE 4500 PRINTER PROFI
Cod. 02.023.91.PROFI

A B

C D

New! New!
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•	A: 240x64 graphic display

•	A: Control keypad with only 4 buttons

•	A: Easy-to-understand icon-based software

•	Intuitive software that adapts to the different ways of operating in the workshop

•	A: Return pressure measurement

•	Selection of oil specific gravity (kg/L)

•	2 electronic scales

•	1 pump, 220V 50Hz (110V 60Hz on request)

•	Oil temperature measurement

•	Manual or fully automatic operation

•	Overpressure protection with "automatic recirculation" function at the beginning and 

end of the charge

•	Automatic hose length compensation

•	Software update available

•	B: Manual additive injection

•	C: Automatic hose reversal

•	E: Transparent hoses for oil flow control

•	D: Removable 20 L new/used oil tanks

•	C: 2 sintered filters with magnets (reusable)

•	Printer ready (supplied on request, cod. 01.030.08CH)

•	F: SmartPack (password for free 12-month access to the online database)

START
MADE IN ITALY

START
Atf

Semi-Automatic Oil Exchanger for Automatic Transmissions 
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tastiera
manometer

M A D E I N  I T A L Y

PRINTER

AUTOMAT IC  TECHNOLOGY

AUTOMAT IC  TECHNOLOGYAUTOMAT IC  TECHNOLOGYAUTOMAT IC  TECHNOLOGY

ATF START
Cod. 02.023.60

ATF START PRINTER
Cod. 02.023.61

ATF START PROFI
Cod. 02.023.60.PROFI

ATF START PROFI PRINTER
Cod. 02.023.61.PROFI

Version with ATF STANDARD kit included:

•	 2 cases with adapters and hoses for 

European and Asian cars*

•	SmartPack (free access to the ONLINE 

database for 12 months)

Version with ATF PROFI kit included:

•	 7-drawer trolley (5 drawers with 

thermoformed inserts) complete with 

ATF fittings and accessories*

•	SmartPack (free access to the ONLINE 

database for 12 months)
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*See page 47 for details of the kit *See pages 48-49 for details of the kit

STANDARD PROFI

A B C

ED F

SmartPack

New! New!
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